
 
 
BMS Filter Kit install guide 
Last revision 5/16/2008 
For off road use only!  
 
 
Remove factory air lid and filter by undoing clips and sliding cover forward. 
 

 



 
 
 
 
 
 
Detach hose from airbox by squeezing base and lifting straight up, and pop hose out of 
airbox base clips 
 

 



 

 
 
 
Detach harness by sliding rubber grommets up off air box. If needed use a small 
screwdriver to help break their seal and pry them up.  
 

 
 
 
 



Remove T20 torx screws in the front of the factory cold air scoop. 
 

 
 
 
Detach snorkel by pressing in tabs and sliding away from airbox. 
 

 
 



 
 
 
Loosen hose clamps holding inlet tubes to airbox. Many find it easier to pull the battery 
rail forward, or to remove the cowl entirely. For more detail on these optional steps refer 
to the Juice Box Performance Tuner install guide. A 1/4 socket drive (instead of a 
screwdriver) on the OEM clamps can also make the process easier. 
 

 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



The airbox assembly is held down by three rubber grommets. Carefully remove airbox by 
pulling up off the plastic tabs. It's generally easiest to stand on the driver side of the car 
and pull the airbox towards you, prying it off.  
 

 
 

 
 
 
 
 



*** When handling the BMS filter, be careful not to touch the filter element. It is made 
of a wire mesh and will bend easily. Always handle the filter using the end caps and 
avoid pushing the element against parts in the engine bay while installing. *** 
 
Insert the provided couplers in to each side of the filter approx 1/2 inch, and install a 
clamp on either end securing the couplers to the filter. Tighten the clamps until they are 
snug, but do not over tighten. 
 
Slide the filter in to position so that the angled side is facing towards the windshield. If 
the filter does not flush, loosen and rotate the hose clamps so that the head of the clamp is 
facing up away from the engine. Tighten the firewall side OEM clamp first, and then use 
the lower diverter valve as leverage to push the two sides of the intake together as you 
tighten the lower OEM clamp. 
 
The filter should be rotated so that it does not touch the aluminum throttle body. But 
when installed correctly it will sit very close. 
 
*** As a final step loosen the front and rear filter clamps to allow the adapters to unload, 
and then retighten them snugly. This will release any stress on the rubber flanges. 
Prolonged stress on the flanges may cause them to fail so be sure to follow this step. *** 
 

 



  
 
 

 
 
 
 
 



Finally, reinstall the factory cold air scoop, and reinsert hard plastic hose previously 
removed. 
 

 
 
 
Congratulations, installation is now complete! It generally takes a day or two for the ECU 
to fully adapt to the new airflow characteristics of your BMS intake. Drive safely! 
 
For maintenance we suggest cleaning with a K&N brand filter kit every 10-20k miles 
depending on your driving conditions and climate. In addition you may use a vacuum 
cleaner to lift any loose dirt or debris off the installed filter in between cleanings.   
 
 
*** DISCLAIMER *** 
Because of their intended usage, Burger Motorsports, LLC & Terry Burger make no 
warranties whatsoever, expressed or implied, written or oral, to purchasers of BMS parts 
regarding performance, safety, fit, merchantability, length of service, or for any other 
criteria. Purchasers are responsible for selection of proper goods and must rely on their 
own skills or judgment that such goods are suitable for purchasers' application. 
 


